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33 CFR Ch. IV (7–1–99 Edition)§ 401.27

1 The main channels between the Port of
Montreal and Lake Erie have a controlling
depth of 8.23 m.

SEAWAY NAVIGATION

§ 401.27 Compliance with instructions.
Every vessel shall comply promptly

with transit instructions given by the
vessel traffic controller or any other
officer.

§ 401.28 Speed limits.
(a) The maximum speed over the bot-

tom for a vessel of more than 12 m in
overall length shall be regulated so as
not to adversely affect other vessels or
shore property, and in no event shall
such a vessel proceeding in any area
between the place set out in column I
of an item of Schedule II and a place
set out in column II of that item ex-
ceed the speed set out in column III or
column IV of that item, whichever is
designated by the Corporation and the
Authority from time to time pursuant
to § 401.27 of this part as being appro-
priate to existing water levels.

(b) Where the Corporation or the Au-
thority designates any speed less than
the maximum speeds set out in Sched-
ule II of this part, that speed shall be
transmitted as transit instructions re-
ferred to in § 401.27 of this part.

(c) Every vessel under way shall pro-
ceed at a reasonable speed so as not to
cause undue delay to other vessels.

(d) Every vessel passing a moored
vessel or equipment working in a canal
shall proceed at a speed that will not
endanger the moored vessel, the
moored equipment or the occupants of
either.

(68 Stat. 93–96, 33 U.S.C. 981–990, as amended
and secs. 4, 5, 6, 7, 8, 12 and 13 of sec. 2 of Pub.
L. 95–474, 92 Stat. 1471)

[39 FR 10900, Mar. 22, 1974, as amended at 47
FR 51122, Nov. 12, 1982; 55 FR 48599, Nov. 21,
1990]

§ 401.29 Maximum draft.
(a) The loading, draft and speed of a

vessel in transit shall be controlled by
the master, who shall take into ac-
count the vessel’s individual character-
istics and its tendency to list or squat,
so as to avoid striking bottom.1

(b) The draft of a vessel shall not, in
any case, exceed 79.2 dm or the max-

imum permissible draft designated by
the Corporation or the Authority for
the part of the Seaway in which a ves-
sel is passing.

(68 Stat. 93–96, 33 U.S.C. 981–990, as amended
and secs. 4, 5, 6, 7, 8, 12 and 13 of Sec. 2 of
Pub. L. 95–474, 92 Stat. 1471)

[42 FR 27587, May 31, 1977, as amended at 45
FR 52378, Aug. 7, 1980; 47 FR 51122, Nov. 12,
1982]

§ 401.30 Adequate ballast and proper
trim.

(a) Every vessel shall be adequately
ballasted.

(b) Every vessel shall be properly
trimmed.

(c) Any vessel that is not adequately
ballasted or properly trimmed in the
opinion of an officer, may be refused
transit or may be delayed.

§ 401.31 Meeting and passing.
(a) The meeting and passing of ves-

sels shall be governed by the Collision
Regulations of Canada and the Inland
Rules of the United States.

(b) No vessel shall meet another ves-
sel within the area between the caution
signs at bridges or within any area that
is designated as a ‘‘no meeting area’’
by signs erected by the Corporation or
the Authority in that area.

(c) Except as instructed by the vessel
traffic controller, no vessel shall over-
take and pass or attempt to overtake
and pass another vessel:

(1) In any canal;
(2) Within 600 m of a canal or lock en-

trance; or
(3) After the order of passing through

has been established by the vessel traf-
fic controller.

(68 Stat. 93–96, 33 U.S.C. 981–990, as amended
and secs. 4, 5, 6, 7, 8, 12 and 13 of sec. 2 of Pub.
L. 95–474, 92 Stat. 1471)

[39 FR 10900, Mar. 22, 1974, as amended at 45
FR 52378, Aug. 7, 1980; 49 FR 30936, Aug. 2,
1984; 55 FR 48599, Nov. 21, 1990]

§ 401.32 Cargo booms—deck cargo.
(a) Every vessel shall have cargo

booms secured in a manner that affords
maximum visibility from the wheel-
house.

(b) Cargo or containers carried, for-
ward or aft, on deck shall be stowed in
a manner that:
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